CEMENT CONCRETE 10" 1"
EXTRUDED CURB

i DRAIN ROCK
© ™ 3/4" to 1-1/2" HOLES
‘ — ON 10' CENTERS

_— COINCIDENTAL WITH
— CURB JOINTS

4" to 6" DRAIN ROCK

EXTRUDED CURB SECTION
NTS

RESTEEL PINS PER
WSDOT STD PLAN
F-10.42-00

5-1/2"

1/2"R

18"

BARRIER CURB
NTS

x TOP OF CURB

| AT APPROACH

PAVEMENT

7-3/4"

NOTES:
1. CURBS SHALL BE CONSTRUCTED IN ACCORDANCE WITH SECTION 8-04 OF THE STANDARD SPECIFICATIONS.

2. THE CONCRETE MIX FOR CURB SHALL BE AIR ENTRAINED CONCRETE CLASS 3000 IN ACCORDANCE WITH
REQUIREMENTS OF SECTION 6-02 OF THE STANDARD SPECIFICATIONS. USE CLASS 4000 ALONG DRIVEWAYS.

3. AFTER THE CONCRETE HAS SET SUFFICIENTLY, THE ROADWAY FACE OF THE CURB FORMS SHALL BE REMOVED AND
THE TOP AND FACE OF THE CURB SHALL RECEIVE A LIGHT BRUSH FINISH.

WJM STANDARD DETAILS
m ' EXTRUDED AND BARRIER CURB
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